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175Kg(385.8Ib)



Quality: Press to display during 
printing Resolution used for 
current tasks And the way 
of printing.

Enter: Reset the X and 
           Y axes after pressing

Orign :Set the current position
            of ink cart to print Starting
            point.

move the carriage to right side and
 back to home position.

Test: Push it once, printer head 
will do a nozzle test and then it 
back to the home position 
automatically.

Move the carriage to left side.

Cancel: Cancel the printing 
           job during printing.

Cleaning: Push the cleaning button 
will  only autoclean   Printhead 2. Pause: Push this button, the 

printing will be paused. Push 
it again, it will continue to 
print.

No function

Cutom Clean 1:White Printhead 
Cutom Clean 2:Color  Printhead

Cutom Clean :Two Printheads  
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Description
3.4.1 Software Description(PrintMon)

Menu column description
(1). Open: Select a RIP file to add into the PrintMon
(2). Reset: printer head carriage and working table reset
(3). Print: Start printing the selected job file
(4). Stop: During printing, you can stop the current job, 
       and the car returns to the origin. 
(5). Pause: Pause the current job while printing, the car returns 
       to the origin, and the unfinished job can be resumed to print 
(6). Resume: Resume a paused job after pressing Pause
(7). Delete: Delete the selected job in the job bar.

:Control the platform to move back and forth.

:Control the ink cart to move left and right.

Printer parameter setting
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(1). Horz Begin: X-axis starting point for task printing
(2). Vert Begin: Y-axis starting point for task printing
(3). X Speed: Default selected as fast; 
       Y Speed: Default selected as fast
(4). Select Bidirectional or Single Leave Scan, Eclosion Type 
       (bidirectional printing effect is slightly worse than Single 
       Leave Scan, speed is doubled); default eclosion type is heavy.
(5). After the printing is completed, the platform can be moved 
       forward or backward, and the distance moved; default setting
       is “when print end: stay at current position”
(6). Color bar: Whether to add a color bar, default is OFF
(7). Static flash&Hz: This option is the default setting and does 
       not need to be modified.
(8). You can select the channel to be turned on, off, and in 
       sequence. For the white channel, select four W1 to correctly 
       print the four channels of white ink.

Menu
(1). Setting: It is mainly set for the parameters of network printing. 
You can set the port, buffer path, ink magnification, and so on. If 
"Check ink volume or print area before printing" is checked, the task 
sent directly from PrintMon will pop up a dialog box to select the print area.
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 (3). UV lamp setting : Used to set the UV lighting      position.

 (this setting is the default parameter, please do not modify)

(4). Spot Colors Srtting:
       The user can select the white ink print mode, the 
       number of white ink channels.
1>Spot mode:

 white ink base: white is under the color ①

 white ink overlay: white is upon the color  ②
2> White ink channel: the channel 5, 6, 7 and 8 where the white 
      ink is currently located;
3> Channel ink volume:

 Print only white: only white ink print, no colors;  ①

Print only colors: no white, only color  ②

 Chnl: If closed, this channel is closed, if you select 200%  ③
      printing,the channel is printed in double ink (channel 5678 
      is a white ink channel).

(5). Ink Fill: ink extraction 
      (same function as manual cleaning button)
      Select the printer head that requires ink fill.
      Start: press to start ink extraction; 
      Finish: press to finish ink extraction;
      Close: Press to close this interface.

(6). Auto Clean Stack Setting:
       1> Clean: The cleaning mode of each machine is selected 
            according to the cleaning structure of the corresponding 
            model and cannot be modified. This machine selects "auto 
            updown stack and auto scraping piece";
       2>The setting of the scraper motor and cleaning action is the
           default setting as shown on the right. Do not modify it please.

(2). Password :This parameter setting is suitable for 
       distributors to manage the clients of the installment
        payment.
        Please provide this serial number to APEX to obtain a 
        expiration date password,and enter the password into 
        this space, then we can control the machine using date,
        The machine can not print any ink beyond the date. 
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(7). Custom Clean Param Setting: Please fill in the data 
      according to the paper came with machine.
(8). Feed direction gear ratio test: The right figure is the
       stepping motor test setting interface, Click “test Y motor 
       100mm move”, then measure whether the actual distance
        is accurate. If it is not accurate, modify“Move Distance”
        and recalculate the gear ratio.
        Fine Adjustment: Click“Print vert adjust picture”. If the 0 
        value is not aligned, modify the value of “Vert Adjust” and 
        recalculate the gear ratio.
(9). Language : Switch between Chinese and English.
(10). Config Manager: You can choose to import or export data
       to the board.

3.4.2 Introduction to Calibration Function

Test: Print the test strip. If there is any broken line, we should do some adjustment accordingly;

H.Aligh: Print the printer head vertical calibration chart, if the lines do not overlap 
               vertically, you need to adjust the vertical position of the printerhead;
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Color: If the white color leaks down from the pattern, 
            add 1-5, 1-6, 1-7, 1-8 the value -379+10=-369
            If it leaks above from, the value is -379-10=-389 (1-2 to 1-4 remains 0)

If the white color leaks on the left side of the pattern, 
then decrease the value of 1-9 to 1-16 
(1-1 to 1-8 cannot be changed): -1692-5=-1697
If the right side leaks out, add a value such as: -1692+5=-1687

Bi-D: Print a bidirectional calibration chart to calibrate the 
distance of the Bi-direction printing coincidence;

Feed: Print the vert motor step calibration chart to calibrate 
the vertical step printing coincidence.
Feed+, Feed-: Real-time step calibration, the machine is 
calibrated to the best step value, please do not change it.
Bi-D+, Bi-D-: Real-time bidirectional calibration.

Please fill in the data according to the paper came with machine
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(2). Job column: including files name, status, printing speed(size),copies,Pass number and 

       remaining time.

(3). Preview

       Print task display, preview figure, printing task size and printing precision and task preview.

3.4.2  Software Display

(1)Menu: The status menu is located below the main software window, send pulse number, 
                 feedback pulse number, the scan speed, and the inkjet frequency.















(Please  follow
 the web page
 to register)
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Choke: Set inner
shrink to allow white
to shrink the inner 
wall of the picture.



We select the white ink options in the Photoprint, but control the white channels in Print-Mon.
So before the printing, We need confirm the options.

For items that users want to cover the surface by the printing with full job size white base. 

Choose Substrate and Underneath as the picture above shows.

Then in the Print-Mon,please select Under color in the Spot Color Select.



For items that users want to print white base only under CMYK area.

Choose Under color and Underneath as the picture above shows.

Then in the Print-Mon,please select Under color in the Spot Color Select.



For items that users want to print white only in specific area.
(Theat specific area should be create as spot_white channel previously 
in Photoshop.)
Choose Spot color  and Underneath as the picture above shows.

Then in the Print-Mon,please select Under color in the Spot Color Select.



For items that users want to print white only .(For example items with white base)
Please don’t choose None in Photoprint, Choose Substrate or Under color in Photoprint,
then select none in Print-Mon.



For items that users want to print white only 

Choose Substrate, Spot color or Under color in Photoprint(If you choose Spot color, 
please also select spot color in Print-Mon),Then select Under color and white only 
in Print-Mon.



For items like glass, crystal and transparent acrylic, if user wants to print on the backside and
see from the front side, we need use mirror mode. For better quality, we need to print it two 
times:1>Only color:2>Only white

1.If you send the job by Photoprint.
   you can click here to use mirror Mode.

If you send the job by Print-Mon.
you can choose Mirror before the printing.

2.Select Under colors in Print-Mon.
then send the job, it will print mirror image.
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 1      Water Cooling Case 
      

90011035 
       2       Ink Bottle Case 

      
80060014 
       3     Capping System Case

      
4         Control Panel
      

30120012
      

5        Capping Station
      6          Belt Fastening
      7          Aluminum plate   
      8            Drag Chain  
       
9                Handle  
      10    Cup Shape Machine Foot  
      
11          Printing Table 
      

20651031
      

 14         Carriage Rail 
      

12           Belt
      13     Carriage Cover
      

15         Ink Bottle 
      

80060005 
      16         Right Cover of  Beam          

     17         Emergency Stop          
      

10020206 
      

18         Black Plate          
      19         Left Cover of  Beam          
     

21         Platform Support          
     22        Right Cover of Machine          
     23        Front Cover of Machine          
     24        Left Cover of Machine          
     25        Back Cover of Machine          
     

20560030 
      

10060026
      

26        Set  Screw       
     

20        Ink Bottle Support  Plate          
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